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Abstract: The weighted total harmonic distortion
(WTHD) isa commonly used expression to assess the
quality of pulse width modulated (PWM) inverter
waveforms. The WTHD weights the voltage harmon-
ics inversely with its frequency. While this is ade-
guate for some inductor type loads, the commonly
employed induction motor load has important effects
resulting from eddy currents in the rotor bars not
incorporated in the WTHD. In this paper a new dis-
tortion index, the IMWTHD, is proposed to more
accurately evaluate modulated inverter waveform
guality for sguirrel-cage induction motor loads.
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1. Introduction

The proliferation of converter modulation algorithms
that have appeared over the years has created confu-
sion as to the effectiveness of one method over
another for comparing various algorithms. One
method of comparing the effectiveness of modula
tion processes is by comparing the unwanted compo-
nents, i.e. the “distortion”, in the output current
waveform relative to that of an ideal sine wave.

The most commonly used distortion index is the
weighted total harmonic distortion (WTHD) in which
the inverter output voltage harmonics are weighted
inversely with the harmonic frequency so as to
approximate the current distortion in an inductive
load. However, in the large majority of practical
applications the load is an induction motor whose
impedance does not simply vary linearly with fre-
guency. In this paper a new performance index is
proposed which quantifies harmonic distortion of the
ac current waveform when the inverter supplies a

squirrel cage induction motor load. This new index
can be used as an improved means of comparing var-
ious modulation algorithms when supplying a squir-
rel cage induction motor load.

2. TheHarmonic Voltage Distortion Factor

Given that the output voltage of a solid state con-
verter V(t) is a periodic function with period T, the
RMSvalue of the function is, by definition,

T
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Since v(t) is periodic with no dc component, then
it can be represented by the Fourier Series,

v(t) = V, cosw t+V, 00520, t +Vyc0s3w,t+ ...
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whereupon
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Upon expanding, the integration of terms in which
h# k become zero, so that, finally
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or, in terms of RMSvalues of the harmonics,
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In most practical cases the fundamental compo-
nent can be considered as the desired output. The
remainder of this expression is then considered as the
“distortion”. Factoring out the desired component
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The total harmonic distortion (THD) of the volt-
age can now be defined as
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Since the RM S values of both contain a /2 factor, the
THD isequally expressed in terms of peak values, i.e.

oV, 2
THD = Z SJ—E (8)
h=23,...

3. Harmonic Current Distortion Factor (WTHD)

While it is the output voltage which is the quantity
that is controlled in avoltage source/stiff inverter type
system, it is the current which is frequently of most
interest since losses, output power etc. typically
involve this quantity rather than voltage directly.

Defining the current harmonic distortion in the
same manner as for voltage, one can state that

(9)

The current waveform is, of course, dependent upon
the load impedance and, as such, can not be predicted
or characterized in advance. However, in some appli-
cations, the load can be characterized by a lossy
inductance, that is, by an inductance in which the
resistance is relatively small. In this case, the har-

monic current amplitudes can be approximated by the
expression,
Vh
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where w is the angular frequency of the fundamental
component of the current waveform. If dc compo-
nents do not exist

(11)

Normalizing this expression to the quantity
V7 (wgL) the weighted total harmonic distortion
(WTHD) becomes defined as
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4. Thelnduction Motor L oad

The WTHD is superior to the THD as a figure of
merit for a non-sinusoidal converter waveform since
the WTHD predicts the distortion in the current and
subsequent additional losses which are typically the
major issues in the application of such converters.
However, it should be recalled that Eg. (12) was
derived assuming that the load resistance and induc-
tance were constant. When the load is passive, this
assumption in generally quite valid. However, when
used with a motor load special precautions must be
taken because of the non-linear nature of the load
impedance. The assumption of constant inductance
and resistance is again valid for the stator circuit of
any random wound ac machine. However, the shorted
bars of the rotor of an induction motor produce spe-
cial problems due to deep bar effect which causes the
rotor current to rise to the air gap side of the rotor
bars. The overall result is that the resistance and
inductance of the rotor circuit become frequency
dependent.

5. Rectangular Squirrel Cage Bar [1]

Consider the simple rectangular bar placed in an iron
slot as shown in Figure 1. The total IR drop across the
length of the bar at any height y can be obtained by
integrating the electric field over the length of the bar.
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where | denotes the length of the rotor bar in the lami-
nations. It is shown in [1] that the voltage drop
reduces to

(13)
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where,
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y= | 0 (15)

wy, is the angular frequency of the EMF impressed on
the rotor bar, 1, is the permeability of air and p is the
resistivity of the conducting bar. Note that the resis-
tive drop is a maximum at the top of the slot where
the parameter y = d.

Figure 1Rotor bar embedded in laminations

The total flux crossing the slot above the height y
which therefore links the current below y is

| d
Om(¥) = [[Bmdydz
Oy
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or
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Thetotal 1X drop across the length of the bar at any
height y istherefore
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s
V| = 3 IBmdydz (18)
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or in complex form
V| = j(.ob(pm (19)
whereupon
oo J9pHo! ml-cosh(yd) — cosh(yy) 20)
oy bs[ Shvd)

Note that the reactive drop is zero at the top of the slot
and a maximum at the bottom of the dot, just the
reverse of the resistive drop.

Thetotal voltage drop along the bar at an arbitrary
height y is the sum of the inductive and resistive drop
or

Vbar = VR+VL (212)

- ypl ml[cosh(yy)} +jwb“oﬁ[cosh(yd)—cosh(yy)}

b Lsinh(yd) % bs sinh(yd)
(22)
which can also be written as [148],
y ypl lcoshgydg
Vbar = bm sinh(yd) (23)

Note that the total drop down the length of the bar
is constant, which is to be expected since all of the
current filaments are “ connected” in parallel. The cur-
rent distribution in the bar may be thought of as the
superposition of a uniform (average) current and a
circulating current flowing additively at the top of the
bar and negatively at the bottom, directed in such a
way as to oppose the time rate of change of slot |eak-
age flux. The skin effect forces current to flow in the
part of the conductor area which lies at the top of the
slot and the effective resistance is many times (usu-
aly three to four times) as large as the round bar or
shallow bar rotor. In the case of the double bar rotor,
the resistance of the top bar usually has a higher resis-
tance than the bottom bar making the effective resis-
tance at starting even larger if desired.



Equation (23) can be written in terms of the dc
resistance of the bar if it is recalled that for a rectan-
gular bar

_pl
Rpc = g (29)
Hence, the effective impedance of the bar is
- {,b
Zhar = I_ar (25)
m
_ (yd) cosh(yd)
Roc " smyd) | (26)

The real portion of the impedance representing the ac
resistance of the bar can be readily evaluated as

_ sinh(2ad) + sin(2ad)
Rac = O(dRDC[cosh(ZO(d)—cos(20(d)} 27)
where
a = [(wyh,)/(2p) (28)

The imaginary component of the impedance repre-
sents the reactance of the bar and is

X = adR

sinh(20(d)—sin(20(d)} (29)

DC[cosh(Zad) — cos(2ad)
The inductance of arectangular bar in aslot is[148],
di
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Lpc = Ho3p (30)
so that (29) can also be written as,
« = 3%n"DCr sinh(2ad) - sin(2ad) 31)
AC 2 ad [cosh(Zord)—cos(Zad)J
The ac inductance is therefore,
L . .
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AC ~ 2 ad |cosh(2ad) — cos(2ad)

If ad is large Egs. (27) and (29) can be approxi-
mated by

Rac = 9dRy- (33)
and
L
_ 3t
Lac = 27ad (34)

Equation (33) can, by use of Eq. (24), be
expressed in the form
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Hence, for sufficiently high frequencies, the ac resis-
tance can be calculated in the same manner as for the
dc resistance if one replaces the actual depth of the
bar d by an equivaent depth 1/a. The quantity L/a is
called the skin depth and the fact that the current dis-
tributes itself unevenly over a conductor due to sinu-
soidal excitation is called the skin effect. A plot of
Rac and L pc normalized with respect to their dc val-
uesisgivenin Figure 2.
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Figure2 Sketch of normalized resistance and inductance
of solid bar in a dot as a function of ad and
their approximations

One can write Egs. (33) and (34) directly in terms
of frequency if it is noted that

2
ad = (wyHy)/(2p)d = Jw H,d 7/ (2p) (36)
Defining a“bar” or “break” frequency
2p
“p0~ " 2 37
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one can aso write Ry and L for large ad (high fre-
guency) as,

“h
Rac = |5 Roe
Ob

(38)
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If the dc value of Ry and Lpc are assumed below
W/ W, = 1 and 9/4 respectively and high fre-
guency approximations are used above these values
the dashed lines of Figure 2 are obtained. A good
approximation is obtained which can be used to esti-
mate the harmonic distortion caused by the frequency
dependant rotor bar parameters.

(39)
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5.1 Non-Rectangular Rotor Bars

It is well known that the bar shape of a practica
induction motor design is rarely a simple rectangular
structure as considered in Section 5. Indeed bar
shapes have been devised so as to minimize the losses
due to inverter harmonics. Since the analysis of the
previous section was limited to this case, it is appro-
priate to question the validity of the results for non-
rectangular bars. While a variety of shapes are possi-
ble, it appears that essentially all bar configurations
possess a bar break frequency of the type identified as
Eq. (37). For example Figure 3 shows the frequency
dependence of an inverted coffin shaped bar [2].
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Figure3 Variation of bar resistance and inductance
for inverted coffin shaped bar with ad where
disthe bar depth, parameter is b1/b2

The frequency behavior of the rotor resistance and
leakage inductance can typically be approximated as
a constant below this break point and as proportional
(i.,e. Rpc) or inversely proportional (Lpc) to

{mb/ Wop beyond this point. The bar shapes can be
own to mainly affect the dope of the curves beyond
the break point. However, the analysis that has been

performed can always be modified to accommodate a
different sope beyond the break point. For example,
let K, denote the multiplier which changes the slope
from a unity value described in Egs. (38) and (39)
obtained for example by finite element analysis.
Above the break frequency the AC resistance for the
modified case can then be expressed as

O/®, O }
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AC {b Opp 0 DC
= KpRac *+ (1=K )Ry (41)
Similarly
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Hence, when the AC resistance and inductance for
a particular bar harmonic has been calculated for a
simple rectangular bar, the equivalent result can be
readily translated to a non-rectangular bar by Egs.
(41) and (43).

6. Per Phase Equivalent Circuit

Although the impedance has been determined for a
single bar, all of the bars of an induction motor expe-
rience the same impressed flux (only with different
phase relationships) so that the motor equivalent cir-
cuit rotor impedance maintains the same frequency
dependence. Although a portion of the rotor circuit is
comprised of the end ring portion, again the same fre-
quency dependence exists. Since the rotor can, for
practical purposes, be considered as rotating near syn-
chronous speed, differing only by a small dip, it can
be assumed that the bar frequency is related to an
arbitrary harmonic impressed on the stator by

Q)b = Q)h + 0)1 (44)
where the plus sign is taken when the stator harmonic
rotates in the negative direction, (i.e 2,5,8,11,...) and
the minus sign is used when the harmonic rotates in
the positive direction (i.e. 1,4,7,10,13,...). The fre-



guency dependant rotor resistance and inductance can
then be well approximated by,

whiwl
Rac = | Ry (45)
Ob
and
L
Lac = g = +2)C)/co (46)
h= ™1 ~0p

The resulting per phase equivalent circuit for an
induction motor with frequency dependent parameters
isshown in Figure 4(a).
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Figure4 (@) Frequency dependant induction motor
equivalent circuit for non-triplen harmonic
component and (b) approximation with sta-
tor side referred to the rotor

When high frequency harmonics are superim-
posed on the fundamental, superposition principles
can be applied assuming that saturation is not too
severe. When the frequency is high the slip frequency
corresponding to an arbitrary non-triplen harmonicis

_ (iooh)—oor
Sn = W -1 (47)

where @, is the rotor speed in electrical radians per
second and either the plus or minus sign applies
depending upon whether the harmonic is a positive or
negative sequence respectively. If wy, is sufficiently
high this expression approaches unity regardiess of
the polarity of Wy, -

Because the rotor parameters are frequency depen-
dant it is useful to refer the stator side of the circuit to
the rotor rather than vice versa. Using Thevenin's
Theorem, the voltage observed at the air gap from the
rotor sideis

jo, L
Vh‘:r +jw r(]Lm+L )Vh
170tk g

(48)

For sufficiently high frequencies, Eq. (48) can be con-
veniently approximated as

L

m
V (49)
Li*+Lly h

Vh‘ 0
The Thevenin driving point impedance is obtained by
shorting the voltage source in which case
2, = (F3 *19hL )19y
rptioplty +Lyy)

(50)

Again, if the angular frequency wy, is sufficiently
high,

Z,. Or iﬂm DLleE

It is clear that the frequency dependence of the
rotor parameters must reflect the fact that the rotor is
rotating so the fifth harmonic stator voltage depend-
ing upon its direction of rotation, impresses a fourth
or sixth harmonic voltage on the rotor due to the fact
that it is positive or negatively rotating with respect to
the rotor. In general, for harmonics related to the fun-
damental component, the three phase voltage wave-
forms remain “balanced”. That is, the three voltages
have identical waveshapes but are only phase shifted
in time by 1/3 of a complete cycle. The rotation
seguence can be determined by dividing the harmonic
number h by 3 and examining the numerator of the
resulting fraction (if any). If the numerator is one the
sequence is positive and the minus sign in appliesin
Eq. (47) while if the numerator of the fraction is two
the sequence is negative (the plus sign applies). If the
value of his divisible by three the component corre-

(51)



sponds to zero sequence term and should be omitted
from the summation since this component does not
link the rotor.

7. WTHD for Frequency Dependant Rotor
Resistance

A very simple figure of merit for the effect of
impressing a non-sinusoidal voltage waveform on the
rotor branch can be developed if one considers only
the frequency dependence of the rotor resistance and
assumes that the rotor inductance remains constant. In
this case, referring to Eq. (38) and Figure 2, one can
approximate the variation of ry with frequency as

fon = T when mbS(*)Ob
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In the first case the loss in the rotor resistance due
to asingle harmonic is simply

' 2
2 0 Vi O
Pon =3l 1, 030——7——I 1 (52)

if stator resistance can be neglected. When normal-
ized to the loss occurring during the starting period
(dueto in-rush current),
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which reduces finaly to
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If it can be assumed that the stator resistance drop is
negligible compared to the drop across the stator |eak-
age inductance at the frequencies of interest.
When Wy > Wop s
oV, 2
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One can now define a weighted harmonic distortion
factor which includes two sets of terms such that

(59)
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h=2 ho*1
(59)
where hy denotes the highest harmonic for which

Wy, < 0 -

It is apparent that the geometry dependent parame-
ter /0, has an important effect on the WTHD
since the second group of terms are weighted more
heavily with respect to frequency than the first group.
In most practical cases where pulse width modulation
is used, the lower frequency harmonics are sup-
pressed and all of the harmonics are greater than Wy,
in which case one can define

w %1 * v 2

0wy 0 M+l

WTHD, . = —0 )3 57% hgl (60)
(Won-] ho o 10

The quantity w,;/ Wy, can be considered as a “bar
factor” related to the design of the machine over
which the inverter specialist has little control whereas
the remaining portion is most relevant for the purpose
of selecting a PWM algorithm. For 60 Hz operation
the value of W,/ 0 takes on values ranging from
0.25 for small macllzlin% (5 HP) to 4.0 for large
machines (500 HP).



8. WTHD Also Including Effect of Frequency
Dependant Rotor L eakage Inductance

Thus far, only the effects of frequency dependant
rotor resistance has been considered. When the varia-
tion in rotor leakage inductance is also taken into
account, the procedure is similar. In this case three
regions can be identified,

fop = Toi Loy = Ly when o < wqp (61)
g/whﬂulg
fop = o0 S D Lo = Lo (62)
Ob
when wn,. < w, 9
ob < ¥p = 4 “op
0w, £ W, (372)L
o = Tol 20 Ly, = 2 (83)
Wy, O (whiwl)/wOb

when w >9w
b~ 470b

The solution for the contributions to the WTHD
from the first two ranges of w,, isthe same previous
work in Section 7.. A typical lossterm for a harmonic
belonging to the third region is,
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Emhl‘l O /(wh 1)/mOb +15
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and when normalized to the power dissipated during
the current in-rush interval (assuming constant
parameters under this condition),
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Some simplification is possible if it is assumed
that the primed stator and rotor leakage inductances
are equal, a standard assumption in induction machine
analysis. Again neglecting the effects of stator resis-
tance on the voltage ratio V7V Eq. (66) becomes,

3
~ Pon wl 02

\/7J(th)+15
(67)

A weighted THD factor, termed WTHD2, can now
be developed as the square root of three sets of terms
in which Eq. (54) is used in the first region where
mb<m0 Eq. (58) applies for harmonics in which

<0y < (9/4) 0, and Eq. (67) is applicable for
va? ues o? harmonics for which W, > (9/4) 0, . Again,
the WTHD must be presented as functlon of the
machine dependant parameter o,/ rather than
asasingle number. Theresulting functionisplottedin
Figure 5 for the case of the quasi-square wave
inverter.

The complicated nature of IMWTHD2 prompts
one to consider acceptable approximations. In most
cases the harmonic content of the lower harmonics
are negligible, indeed this result is the goal of most
pulse width modulation algorithms. In such cases it
can be assumed that the harmonic components of flux
rotate in the air gap at a sufficiently high rate of rota-
tion that the rotor appears as essentially stationary.
Hence, one can, in effect replace the bar frequency
b=h+1 termsin simply by h. The final result for
IMWTHD?2 is

G—0 (h+1)

I32 |nrush

IMWTHD2 = /W1 +W2+W3 (68)
where
hob v 2
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_Z Ay
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In these equations hgy, represents the highest har-
monic for which w,, <wq, and hy, denotes the high-
est harmonic for w?ﬂch Wy, < (9/ 4wy, - Included in
this result, also is the fact tRat third harmonic compo-
nents (zero sequence components) of stator current do
not link the rotor if the stator winding is an ideal sinu-
soidally distributed winding. Hence, only values of h
= 2,4,5,7,8,10, etc. are included in the summation.
Since the parameter w./ wp,, can not be isolated from
the remainder of the expression, the WTHD?2 is best
portrayed as a function of w,/ Wop OF specified for
particular values of w /W -

The exact and approximate functions are plotted in
Figure 5 for the case of the quasi-square wave
inverter. Since it can be recalled that the quasi-square
wave inverter contains a full measure of all non-tri-
plen odd harmonics, the approximation can be consid-
ered as sufficiently accurate for use as a figure of
merit.

Note that at most only two harmonics can exist in
the middle region and could easily be approximated
by relegating the lower of the two harmonics to the
first region and the upper one to region three. Also, if
al of the harmonics are sufficiently higher than wy,
then only values in the third region apply and further-

more if
Wy
—J(hx1)»15
Yop

Eq. (67) simplifiesto
Poh  _, /ﬂa’i/_rg%/h 1 72)
P2, inrush Wop Y1 h2

which is simply four times that of Eq. (58). Again
making the assumption that the bar frequencies are
sufficiently high that b [Ih, the WTHD for this con-
ditionis

ooy = 2571 |5 EUE
a0 2 Ho0

O
0b h=3kx1
k=1,2,...

(73)

This result is to be expected since Eq. (72) effec-
tively assumes that the rotor leakage inductance Ly
is zero and, since it has been assumed that L' = L,,
the current for all harmonics will be twice the value
obtained when Lon is assumed as a constant equal to

It must be mentioned here that the assumption of
ideal sinusoidally distributed windings is a conve-
nient mathematical artifice which is never realized
exactly in practice. In reality, the stator winding distri-
bution is non-ideal meaning the higher harmonic
fields are set up in the air gap, that is, fields with sets
of poles which are an odd multiple of the number of
poles set up by the fundamental component. In most
practical cases a small third harmonic spatial compo-
nent will therefore exist in the air gap when third har-
monic stator currents are alowed to flow, so that a
field is produced which does link the rotor bars. This
field can be shown to be single phase in nature, i.e.
stationary and pulsating in space. Since this effect is
generally small, it is neglected here.

9. WTHD for Stator Copper L osses

The equivalent circuit of Figure 4 can also be used
to obtain a suitable figure of merit for stator losses.
The ratio of stator resistive losses due to harmonic h
as a per unit of power dissipated during the in-rush
period with fundamental frequency voltage applied is,

o VYV, ?
Pin gom h(L1‘+L2)]D 1

Pl, inrush ) g V1' D2
Wy (L + Lo "1
When 0y < W and aso when
Wop < W1 < (9/4) g, both the stator resistance and

the rotor leakage inductance are constant and this
expression reduces to

(74)

Pih DVh'ng*’_lgz

= BJ_D (75)
P41 inrush 10 D
, the WTHD

Hence, for harmonics, 0 < Wy < (9/4)wyqg
for the stator is the same as previously obtained for
the rotor when r, and L, are constant, namely

(o]

2
IMWTHD1 = Z % %Z
1

h=2
For operation above (9/ 4wy,

(76)
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which, after some manipulation and the
assumptions becomes

usual

P
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Again if it is assumed that the bar frequency for
each harmonic is sufficiently close to the correspond-
ing stator harmonic frequency, then

Pin_ Y 2 4 D(*’1D
P41 inrush 10 T

A suitable expression for the stator WTHD is conse-
quently

IMWTHD1 = 2
h=3k+1

+ Z Dvd EF:DZ
0
h=3k+1
where hg is the highest harmonic for which
Wy <(9/4)w
Finally, l%or sufficiently high harmonic content
(above (9/ 4)w0b)

(80)
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so that, as a final figure of merit one can reasonably
approximate the stator WTHD by means of the sim-
ple expression

(81)
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IMWTHD1(hf) = 2 Z

h=3kz1l
which is simply twice the WTHD obtained by ignor-
ing the frequency dependence of the motor parame-
ters. The factor of two is obtained by neglecting, in
effect, the rotor leakage inductance. If the inverter
waveform has only high frequency harmonic content,
this result demonstrates that WTHD, as defined by
(12) remains a reasonabl e figure of merit for the stator
losses of an induction motor but not for the rotor
losses.

Figure 5 shows how the two WTHD terms vary as
afunction of W,/ wy, for the case of a three phase
guasi-square wave inverter.  Also shown for refer-
ence is the WTHD which does not include the effect
of frequency dependant parameters (Eq. (12)). It is

2
v E@DZ
o (82)

CTT T

16 IMWTHD2| (exact)—’:;;

14

20 \

12 Z
- ﬁ,/ IMWTHD2 (approx)
=10 s
= IMWTHD1 (exact)
E 8 7
S T

. [ IMWTHD1 (approx)

2

0

0 05 1 15 2 25 3 35 4 45 5

Bar Factor w;/wyg

Figure5 Effect of frequency dependant rotor parame-
ters on the stator and rotor weighted total har-
monic distortion

apparent that the deep bar effect has an important
effect on the losses, particularly when the fundamen-
tal component is substantially greater than the charac-
teristic bar frequency. The effect on the loss is
particularly dominant in the rotor since the resistance
corresponding to the rotor bar harmonics increase
with the bar factor while the stator resistance remains
independent of frequency.



10. Example Calculation of Harmonic L osses

The following induction motor is assumed to be
powered by a quasi-sguare wave voltage source
inverter;

HP =50 HP V)i rms = 230V
w, =3771ls

r{=0.03Q r,=0.04Q
X1=0.1234Q X, =0.1176 Q
Xn=25Q

For the condition of interest, the inverter operates in
the field weakening mode at two per unit frequency
(based on the rating of the motor). The bar character-
istic frequency is determined to be wy,n = 300 1/s. The
task is to determine (roughly) the motor losses due to
the harmonic content of the inverter.

Solution: Since the angular frequency correspond-
ing to two per unit is

w, = 2(377) = 754

the characteristic bar factor is

w
1 % = 251
mbo

The corresponding WTHDs from Figure 5 are
WTHD1 = 0.067

WTHD2 = 0.135
By definition,
> P1n ,
= h = (WTHD1)2 = 0.067° = 0.00449
1, inrush
Thus
: "2
0.00449(V,')
> P1p = 0.00449P; o ygh = ‘ o'
h [wl(l‘l + L2)]
Now,
X
m 25 230
Vv, = = 222 - 1265
17 X +X 17 26234 f3
oL = 7samtL | 2(01234)25 _ (oo
17 L,+Ly 01234+25 '

0.00449(v1')2
2 P1h = ) o' =
h [o(Ly + L)

2
0.00449(12652) ) oo _ 974
0.47042

Watts/Phase. Similarly,

2 Pon ,
Ph—— = (\/\/'I'HD2)2 = 0.135" = 0.0182
1, inrush
Thus
"2
0.0182(V1)

r

nrush ~ } 22
[wy(Ly +L))]

ZPZh = 0.0182Pi
h

and,

7
5 Py, = 222 122'5 0.04 = 52.64 Watts/Phase
- 0.4704

The total copper loss due to harmonic content in the
guasi-square wave inverter is

g g
ZPh =3 Pa1 ™t zPh = 187 Watts
TR

which represents roughly 0.5% of the motor 50 HP
rating.

11. THD Weighting with PWM Inverter Supply

In cases where the fundamental component
remains constant or when the dc link voltage is pro-
portional to the fundamental ac component as is the
case for constant volts'hertz drives, the normalization
of the WTHD by the fundamental ac component is a
suitable choice. In particular, note the THD and
WTHD of aquasi square wave inverter types does not
change with frequency provided that the dc voltage
decreases in direct proportion. In this case the funda-
mental component as well as all of the harmonics
change by the same value making the THD and the
WTHDs independent of frequency. In the case of a
pulse-width modulated drive however, the dc voltage
remains constant while the fundamental component
varies. On the other hand, the harmonic components
change relatively little, assuming the same ratio of
switching to output frequency, making the THD and

11



WTHDs vary widely. In fact, it is easy to see that
when the fundamental component approaches zero
(by virtue of the modulation index M approaching
zero), the distortion factors approach infinity, clearly
an unsatisfactory situation. The problem can be
avoided by simply choosing an normalization factor
which isinvariant as frequency changes. For the case
of the half bridge inverter this quantity is conve-
niently chosen as the value of ac fundamental ac volt-
age existing when the modulation index M = 1,
defined as Ve where V c equals one-half the pole to
pole dc bus voltage. Using the approximation b = h,
the WTHDs normalized to the inverter dc link voltage
become

desired the WTHD is readily obtained from these
expressions by taking,

i

IMWTHD = IMWTHD0-3¢ = IMWTHDO (89)
v, M

IMWTHD1 = W (90)

IMWTHD2 = W (92)

12. Conclusion

This paper has developed a new figure of merit for
the comparison of the performance inverter pulse
width modulation algorithms when feeding a squirrel
cage induction motor load. Such a quantifiable figure
of merit should prove useful in assessing how various

IMWTHDO = (83) PWM algorithms influence motor copper losses.
Pop 2 - 2
OVhO dm2 0% 0 O0VhO o 1
IMWTHDO1 = +40—0
> ] 2 W T >
h=3kzx1 h=3k+1 { —ﬁq+1.5}
=1,2,3,..kgp k= kop+1 “ob
(84) References
WTHDO2 = /WI+W2+ W3 (85) [1] P Alger, “The Nature of Induction Machines’ (book)
Gordon and Breach Publishers, New York.
where
hOb 2 [2] T.A. Lipo, “Introduction to AC Machine Design”,
DVhD 2 Vol. 1 (book), Univ. of Wisconsin/WEMPEC, 1996.
wi= Y % (86)
_ dd-
h=3kt1
k=123,
h2b — 2 g
OvpOa
w2= y [|-tElo % 87)
W,
ho 41 0b dd-
Ob
5 3
OVhD 4 L/2 4 Wy 02
W3 = O—1
2 Vg1 Wy 200
h, +1 —/h+15
2b ®
Ob
(88)

In these equations hyy, again represents the highest
harmonic for which w, <w,, while hy, denotes the
highest harmonic for which Wy, <(9/4)w gy - If
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