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Abstract— A design procedure for the Consequent Pole Pe-
manent Magnet (CPPM) machine is presented. Due its dou-
ble excitation nature (PM and field winding) and inherent three-
dimensional flux distribution an apropriate set of equations must
be derived to model its magnetic structure. For practical oper-
ating conditions, radial, axial and tangential flux component are
present. Therefore a convenient representation of the magnetic
sources and their magnetic paths are necessary. For this purpose, a
simplified reluctance-based equivalent circuit for 2-poles is devel-
oped to capture the main features of the machine. Approximated
expressions for the airgap flux and the airgap flux density are de-
rived. In these expressions the constant contribution of the PM
and the variable flux provided by the field winding are taken into
account. In addition, a formulation to calculate AC and DC slot
geometry, copper and iron losses estimation and output power are
developed. Finally, an optimization procedure is outlined based on
maximum material utilization under current and magnetic load-
ing constraints.

I. INTRODUCTION

T has been shown that the Consequent Pole Permanent Mag-

net (CPPM) machine has atractive features for variable
speed AC drives applications [1]. Due to the feature of double
excitation (PM and field winding) a wide range of airgap flux
can be achieved with a modest amount of field MMF. In addi-
tion, there does not exist a demagnetization risk for the mag-
nets. Control action is made over soft iron poles. Slip rings,
brushes or other mobile contact are not required to transfer en-
ergy to the field winding because it is located in the stator.

The operation of the CPPM machine involves a three-
dimensional (3D) flux distribution which increases the analyti-
cal complexity. Modern 3D finite element analysis software is
clearly suitable to predict the performance of this type of struc-
ture. However, excessive memory and processing time greatly
slow the design task [2], and the software does not yield conve-
nient expressions between variables and parameter to find func-
tional dependence.

In this paper a simplified reluctance equivalent circuit for de-
sign purposes is developed for the CPPM machine. This circuit
captures the sense of the machine operation and allows one de-
termination of the functional dependence between the design
variables. In particular, approximate expressions for the airgap
flux and the airgap flux density are derived. In these expres-
sions the constant contribution of the PM and the variable flux
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Fig. 1. Structure of the CPPM machine

provided by the field winding are taken into account, consider-
ing separated equivalent circuits. In addition, formulations to
calculate AC and DC slot geometry, copper and iron losses es-
timation and output power are derived. Finally, an optimization
procedure is outlined based on maximum material utilization
under heat evacuation constraints.

II. RELUCTANCE EQUIVALENT CIRCUIT

If saturation is neglected, the reluctance equivalent circuit for
one pole pair can be obtained based on the CPPM machine
structure (see figure 3). Most of the flux created by the PM
crosses the airgap and flows into the stator, closing the loop
through the stator core and the next consecutive magnet. Flux
created by the field winding follows a low reluctance path clos-
ing the loop along to stator core and the adjoining iron pole.
Also, leakage flux is present between PM and air, an PM and
iron poles which reduce the mutual flux linkages [3].

Figure 2 shows a simplified 2-pole magnetic circuit for the
CPPM machine. In order to take advantage of the magnetic
circuit symmetry, half of each pole is considered. The reluc-
tance equivalent circuit for the magnetic circuit is depicted in
figure 3. This simplified equivalent circuit considers both types
of machine excitation (PMs and field current), the spatial flux
distribution in the machine as well as flux leakages.

A careful analysis of this circuit allows separation of the cir-
cuit for both PM and field flux. Flux produced by the field
current (marked by the small dashed line) flows through stator
and rotor core, and iron poles. Neglecting the soft iron reluc-
tance, an equivalent circuit for this flux can be drawn as shown
in figure 3. On the other hand, PM flux (marked by the larger

0-7803-7420-7/02/$17.00 (C) 2002 IEEE



! ! Field winding : Axial flux :
I I : .
Il Il / ! ¥ !
’ : : i 1 i Stator
il ——— |l
T I | T Permanent
I 1 Y S 2 D I ™| [ O MR ]« Magnet
l = L =) |
! i ! ! Rotor

@2 (

Fig. 3. Reluctance based equivalent circuit of figure 2.

dashed line) flows primarily in the stator and rotor core and in
the magnet themselves.

III. FLUX DISTRIBUTION IN THE CPPM MACHINE

When current is injected into the field winding (in either
positive or negative directions), flux in the iron pole section
changes linearly if the iron saturation is neglected. As a result
the flux associated with the permanent magnet is invariant. The
combination of these two fluxes results in the total airgap flux.
This resultant can be either the summation or subtraction of the
each component, depending upon the direction of the field cur-
rent.

/2

g-iron’

g-iron’

Fig. 4. Requivalent circuit for the field flux
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Fig. 5. Reluctance based equivalent circuit for the PM flux

A. Iron Section Component

(From figure 4, it is a simple matter to calculate the iron com-
ponent of the airgap flux as:

mmfi
4R,

where mm ff; are the Ampere-Turn of the field winding defined
as

ey

(I)gfiron =

mmfy = Nply ()

with Ny, and Iy are the number of turns and the DC current of
the field winding, respectively.
The flux density for the iron pole portion is calculated as:
D, i
By—iron =~ 3)

2
where A, is the airgap area given by

s
Ag = Dis_liT(m (4)
p
Using equations 1 and 4 , this expression becomes:
Nglg
Bg—iron = KDCMOA (5)

2ge

The factor K p¢ considers the DC field current polarity, and
its effect of the field flux in the airgap. Kpc = +1 when
magnetizing effect of the field flux is present. If no DC field
current is present, no-iron flux component exits and K pc = 0.
For the demagnetizing effect this factor assumes a value of -1.

According to eq. 5, the airgap flux density at the iron section
is mainly determined by the field Ampere-Turns and by the air-
gap length.

B. PM Section Component

The PM flux component closes the loop following the path
to the next PM pole. From figure 5

2R, || R
q)gfpm — P H lg (I)r (6)
2R, + 2R, || Ry
where denotes the reluctance parallel combination, and the
R4 is the combined leakage reluctance defined as:

“H”

ng = 2Rpmfair || 2Rpmfpole (7)
Developing the expression for the airgap flux in front of the PM

section and the flux due to the remanence:

Py—pm = Byg—pmAg ®)

®, = B, Ay, )
where A, is the PM area given by

™

Apm = ameis Elpm (10)

therefore using eq. 8 and 9 in 6, the flux density in front of the
PM has the following expression
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2Rpm || ng Apm
2Ry + 2R, || Rig Ag

Introducing eqs. 4 and 10 the last expression becomes

Bg,pm -

B, (1)

Ry | Ry b
2R, + 2R, H Ry P Liron "

The airgap flux density in the PM section, according to eq.
12, is mainly function of the PM magnetic parameters and the
geometry of the magnet. In general, due to small value of air-
gap length with respect to the PM height and a nearly unity
permeability of the magnet, the airgap length has only a mi-
nor influence on the flux density expression. Thus the magnet
properties dominate over the other magnetic circuit parameters.

Bg,pm -

12)

C. Airgap Flux and Flux Density

Total airgap flux is the summation of the PM and iron sec-
tion calculated previously.

(I)g = q)gfiron + q)gfpm (13)
Combining eqgs. 1 and 6, airgap flux becomes:
2Rpm
q)g — mmffl RP H ng (I)r (14)
4Rg 2Rg + 2Rpm, H ng
Airgap flux density is calculated as
P
B, = -9 15
=1 (15)

Decomposing airgap flux and airgap surface in their respective
components:

(I)g—iron + (I)g—pm

B, = (16)
g Agfiron + Ag*pm
Assuming, Ay, = Ajron
Dy iron + Py
B. — —g—iron g—pm 17
7 24,m(0r2Aim0n) a7
or
[OJ P,
B — g—iron + g—pm (18)
g 214/“"0” 2Apm,

Therefore, in terms of the airgap flux density in each component
is:
B,_; B,_
B = g—iron g—pm
g > T3

Introducing eq. 5 and 11 in the previous one, the airgap flux
density becomes

19)

Nyjlp Rym H Rig lpm
Qpm Br

4qg 2Rg + QRpm H ng Liron
(20)
Eqgs 14 and 20 are the per pole airgap flux and airgap flux den-
sity expression for the CPPM machine. Constant and variable
components are represented in those equations. The variable
one is function of the field Ampere-Turns and the constant term

is defined by the PMs magnetic characteristics.

Bg = Kpciio

flux per pole section [Wb]
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Fig. 6. Comparison with the linear model: eqs. 5 and 6 with 3D-FEA

D. Verification using Finite Element Analysis

Egs. 5 and 6 have been calculated using a linear reluctance
equivalent circuit. A verification of their exactness is made us-
ing 3D finite element analysis (FEA). Comparisons between
the analytical model and FEA are depicted in figure 6. Both
solutions predict, with only slight differences, the airgap flux
component. Variation of the iron pole flux closely follows the
expression obtained, eq. 5, in both magnitude and direction.
The PM flux component, according to eq. 6, is a constant mag-
nitude for any value of field Ampere-Turns. However, FEA
shows that variation in this airgap components due to the iron
flux component. It should be noted that cross coupling which is
not considered for the analytical equation, is present due to the
leakage flux.

IV. LOSSES IN THE CPPM MACHINE
A. Conduction losses

1) DC field losses :
winding are calculated as:

Conduction losses in the DC field

Ppo = I Rpe @1
where Rpc is the resistance of the DC winding defined as:
l —Ccon
Rpo = peu— =" (22)
fl—cond

with {f;_conq and Afi_conq the length and conductor section
area used in the DC field winding. Considering the mean line
of the field winding slot, the conductor length can be expressed
as:

lflfcond - Nfl (Di5+2(dos +ds)+dfl)7r (23)
introducing eq. 23 in 22:
Ny (D; 2(dys + ds d
RDC:pcu fl( 7’(9_‘_14( Ok+ )+ fl)ﬂ- (24)
fl—cond
The DC current is calculated as:
Iy = JpcAfi—cond (25)

Replacing eqs. 24 and 25 in 21, the conduction losses in the
field winding can be calculated as:
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Ppc = J;%(;Pmﬂf (Dis + 2(dos + ds) + dfl) NflAflfcond
(26)
Using the definition of the field cooper factor K.,_y;, this
equation can be written as

Ppc = J%Cpcuﬂ' (Dis + 2(dos + ds) + dfl) Kcu—flAfl
27
where p.,, is the copper resistivity.
2) AC losses: Similar to the DC losses, alternating cur-
rent circulating along to the AC winding generate power losses
given by:

Pac =miI3cRac (28)
The AC resistance is calculated as:
R _ lcoil (29)
A Peu Aacfcondc’

where C' is the number of parallel circuits per phase, and ..
is the average length the AC winding:
lcoil =2 (Lst + lhead) Nt

where lpcqq 1S the coil head length. Similar to the DC winding,
the AC current is:

(30)

IAC = JACAacfcond (31)

therefore Joule losses due to the AC current are calculated as:

2 (Lst + lend)

KcufacAs o
C lot

Pac = miJicpeu (32)

where, K., _qc

NtAac—cond

Aslot =
KCU

(33)

B. Iron Losses

For the purpose of loss calculations, rotor losses have been
neglected. Losses due to the time-varying flux are concentrated
in the stator. Based on data provided by the manufacturer, the
iron losses per kilogram, as a function of the flux density and
frequency, can be approximated by the expression obtained by
regression analysis. A close estimation is achieved with:

Piron

T ).001843 14163 (1.4427+0.06391n(f))
kilograms '

(34)

Stator teeth and the laminated section of the stator core losses
under time-varying flux, are estimated using previous equation.

Although, the solid portion of the stator core is not under
time-variation magnetic flux, (PM and field flux are constant
values), the rotor movement generates an alternating magnetic
flux spatial variation. Similar to the DC machine armature, the
relative movement of the rotor respect to the stationary flux re-
sults in a variable flux distribution. In the CPPM machine, mag-
nets impose a constant magnitude of airgap flux, which close

Rotor movement

Rotor

Stator
core

Rotor

Stator
core

Fig. 7. Spatial flux variation in the stator core due to the rotor movement

the circuit into the stator. As the rotor moves, the flux direction
changes in the stator core as is shown in figure 7. As a result,
iron losses are generated which are proportional to the speed.
Iron volumes of each section of the machine are given by the
following expressions
* Stator teeth:

Vih = KatsdsS1 [(lpm + liron) + dos(ﬂ'Dis - wossl)] (35)

* Laminated stator core:

Viem = Kstdflﬂ'(Do —2dcs — dfl) (36)
* Solid stator core:
Vol = dcsﬂ'(Do - dfl) (37
Total mass of the iron is calculated as
Hiron = /Yiron‘/vol—iron (38)

where ;.o 18 the iron density and its value correspond to 9.6 x
108 kg/m3

V. FIELD AMPERE-TURNS REQUIREMENT

Separating the total power generated by the machine ac-
cording to how the excitation is originated. Two types of power
are defined: Pj,_,,, represents the portion of the airgap power
which is proportional to the PM magnetization: By_,,,. Ac-
cording to the linear analysis model, the average airgap flux
density in front of the PM is constant and is dependent on the
magnet characteristics and airgap length (eq. 11). On the other
hand, airgap flux density in front of the iron pole, By_iron, is
proportional to the field Ampere-Turns, and the airgap length
(eq. 5). The output power associated with this portion of the
airgap flux density, P, _;.on, changes in accordance to the mag-
nitude and direction of the field MMFs.

In order to determine the proportion of the power developed
for each side of the airgap, different design constraints have to
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be taken into account. The utilization level of the iron (mainly
in the stator teeth and core), permanent magnet material and
other geometric, magnetic, and technical considerations define
the correct ratio between the power arising from the PM and
field winding excitations. In general this power relationship can
be expressed as:

P —iron
Ky = S2iron (39)

Pg—pm,
where K, is the Airgap Power ratio. This factor is defined for
the maximum field AT condition. It can be easily shown that:
B,
Ky = —g—wron (40)
g By —pm
therefore, solving for B,_;,on, and introducing this result in
eq. 5

Nyplg
KpwBg—pm = MO% D
e
and solving for Nflffl
2
NflIfl = 56 prBg—pm (42)

Eq. 42 represents the amount of field Ampere-Turns neces-
sary for a given value of power ratio and flux density in the PM
section. The required amount of field ATs can be calculated for
maximum magnetization (or demagnetizing) effect of the field
winding. For excitations based on ferrite (lower remanence ma-
terial), the major component of the airgap flux arises from the
field excitation. This fact suggests that K, > 1. For a rare
earth type of PM (such as NdFeB), this factor is close to unity.
In order to maximize the use of the iron, similar maximum flux
density values in both sides of the airgap must be selected. As
a result, the associated power associated with each section of
the airgap are similar. In terms of the airgap power ratio this
consideration suggests: K, = 1.

VI. FLUX CONTROL REQUIREMENT
A. Motor Operation

From the phasor diagram and for the rated condition
(Vs = 1pu, Iy = 1pu) and for unity power factor, the following
expression can be derived:

Esind = X,c0s*5 + Xgsin®s
(Xq — Xa)
2

(43)

Efcosd =1 — sin26 (44)

Taking the quotient between these two equations, torque angle
¢ can be calculated as:

X, —X 25+ X,
0 = arctan ( 1q Xqi))fjs_ T A
— =154 s51in(20)

(45)

It is clear that if the speed reaches the rated value (therefore
current and voltage becomes 1 [pu] ), the machine state is de-
termined only by the d-axis and g-axis reactances. Using eq. 43
and 44, the expression for the back-emf can be calculated as:

X gslq(®=3 pu)
~ A

E/(m:} pu)

X gslg (0=2 pu)
-

o A

Ef (0=2pu)

X gslq (0=1pu)

A
Ey (0=1pu)

JX gslq (=2 pu) JX dslq (@=1pu)
N -
// Vs(w=1pu)
/
. V(=2 pu)
JX dslg (@=3 pu) Y

Vs(0=3 pu)
|

Fig. 8. Phasor diagram for constant power mode
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©
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Fig. 9.
increases

Back-emf requirement to maintain unity terminals voltage as speed

AX ?
Ef = \/[AXCOSQ(S + X4 + [1 - Tsin%}

(46)

where AX = X, — Xy

Clearly Xy and X, vary with the speed and the torque angle
changes according with eq. 45. Figure 8 shows a scaled phasor
diagram for three different speeds in the constant power mode.
As velocity increases, the amount of back-emf required does
not increase in the same proportion, as the speed varies. Figure
9 depicts the variation of the back-emf as the velocity increases.
In this picture £} describes the variation of the back-emf if
no weakening action is undertaken. As expected, this internal
voltage increases linearly with the speed. eq. 45 is also plot-
ted in the same figure, labeled as ;. This equation represents
the necessary back-emf to keep terminals voltage and current at
rated values as the speed increases. The y — axis difference be-
tween these two curves is the amount of field reduction that the
field winding must provide. Clearly, the requirement for weak-
ening action diminishes at high speed due to the values d-axis
voltage drops. The d — axis voltage drop has a demagnetizing
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effect, and therefore the field weakening requirement is heavily
influenced by the d — axis reactance.

For motor operation, the magnetizing effect of the field flux
is at its maximum at rated speed. Both sections of the airgap
provide the excitation, and the field current is at its maximum.
As the speed increases, this excitation must be reduced, reduc-
ing field current and eventually incrementing the field flux de-
magnetizing effect. According to figure 9, this variation is a
non-linear function and is dependent on the machine param-
eters. Adequate selection of the 'non-field current’ point must
be done. This point corresponds only to the excitation produced
by the PM (the field current is zero). Based on this condition,
the number of AC winding turns can be calculated.

Ideally, maximum magnetizing (at rated speed) and demag-
netizing (at maximum speed attainable) effects have to be
reached with the same amount of DC field current. In this man-
ner, DC field losses for both conditions are equalized.

B. Alternator Operation

Because generator operation requires the machine to sup-
ply power to an electrical load, the field flux control approach
must be different compared to motor operation. Although ter-
minal voltage control is the main goal current and power factor
are variable which are determined by the load. This load can be
considered as a constant power load, where the output voltage,
current and power factor are constant for any speed operation.
Other types of loads are variable impedance load, where current
changes with the speed. Therefore, magnetizing and demagne-
tizing effects of the field flux must be called upon to compensate
for these variations.

(From the phasor diagram for the generating mode, the back-
emf components can be written as:

E;sind = I, X g, cos(¢) + % sin(26) sin(¢) [AX]  (47)

Is
E;cosd = Vi+ I Xgqsin(d)+ 5 sin(29) cos(¢) [AX] (49)
where:

Xaq = Xqsin?§ + X, cos® § (50)

and

Xya = Xysin? § + Xgcos? 6 (51)

The torque angle is calculated in the same manner as before.
Utilizing these equations it is possible to calculate the required
back-emf for any load condition as a function of the machine
parameter and speed.

Ef = f(Isv ‘/;;npu;Xdoanu)

where the subscript’o’ indicates a parameter calculated at some
specific condition defined by the type of load supplied, current
level, and power factor.

Constant Power Load:  If output current and voltage are
constants (for given power factor) over all ranges of speed, the
field flux must compensate for the effect of speed variations.
At low speed, PM excitation is not sufficient to maintain the
required terminal voltage under heavy load, because of the low
induced voltage (low speed). Extra flux must be provided by
the field flux, such that the voltage is kept at a rated value. At
high speed, excessive back-emf produced by the PM excitation
must be reduced by the field flux weakening the airgap flux.

Balance between minimum and maximum speed DC field
flux requirements must be considered in order to minimize con-
duction losses. Correct selection of the number of turns at the
zero field current condition results in an adequate distribution
of the DC field flux at low and high speed. The non-load cur-
rent point depends upon the speed range, machine parameters
and load power factor.

Constant Torque Load: Changes in the load, in terms of the
magnitude and phase, impose similar type of constraints for the
PM and field flux. Similar to the previous case, a particular DC
field flux requirement depends on the selection of the operating
point which defines the selection of the PM flux magnitude.

VII. OpTiMUM DC FIELD SLOT GEOMETRY

Because of the field winding location, the geometry of slot
of the DC field must be calculated carefully. In fact, axial (dy;)
and radial (/r;) DC slot lengths increment the total machine vol-
ume with no extra power gained. In addition the iron and PM
length (l;0r, and [, ), axial length of the DC field slot increases
the total stator length. A portion of the airgap associated with
this length does not contribute to the energy conversion process
due to the presence of zero airgap flux density in this region.
As a result, overall power density becomes degraded as the ax-
ial length increases. The radial length also reduces the maxi-
mum power available for the machine. For a given value of AC
slot depth and stator core, the radial length reduces the inner
diameter (if the outer diameter is fixed) or increases the outer
diameter (if the torque is keep constant). In the first case, torque
is lower due to the smaller inner diameter. In the second case,
the total volume increases. In either case power density is re-
duced. Consequently, selection of the DC field slot parameters
has to be done to assure minimum volume of the machine.

Writing the expression for the total volume

vol = D2 Lo (52)
where the outer diameter is given by
Dos = Dzs + 2(dos + ds + dfl + dcs) (53)
and the total axial length of the machine is given by:
Ltot = lpm + Zfl + liT(m + 2lend (54)

The area required to allocate the DC field winding can
be computed as the product between the axial and the radial
lengths

Afl = dfllfl (55)
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Defining Ky; as the ratio between these two variables

(56)

(57)

and the axial length

lpp=VEKnAp

Introducing eqs. 57 and 58 in eqs. 53 and 54, and the in
eq. 52, the expression for the total volume of the machine is
obtained. The resultant expression is a quadratic equation in
term of K'y;. Knowing the AC slot geometry, the total DC field
slot area, and the PM and iron pole axial length, the optimum
value for the DC slot aspect ratio is found. The final expression
for this parameter is:

(58)

Y Afl + \/Afl + 4Dos(lpm + liron + 2lend)
B Dys

Kp

(59)
Using 59 and eqs. 57 and 58 the outer diameter of the ma-
chine can be calculated.
Figure 10 shows how the optimum value of Kj; changes
when the length of the machine increases.

VIII. AC SLOT GEOMETRY INCLUDING DC SLOT
GEOMETRY

In previous work [1], the AC slot parameters were cal-
culated in order to maximize airgap power under the current
loading constraint. However, DC field slots alter this optimum
geometry, increasing the axial length and also modifying the
diameter ratio. Therefore, a redesign of the AC Slot geometry
has to be done, in order to match the surface current density
restriction.

Writing the current loading [5], for the condition where the
DC winding is not considered

o KcuAslotl S1

Ay = 60
sl WDisl ( )

JTmsl

where Ag,t1 and D;,q are the slot area and inner stator di-
ameter obtained from the AC slot geometry optimization.

Inclusion of the slot to allocate field winding reduces the in-
ner diameter as well as the AC slot area. Writing the expression
for the surface current density for this second condition:

KcuAslotQ Sl
TD;s2

KcuAfl

A82 =
TD;s2

J rms2 T J fl (61)

The second right-hand component of eq. 61, correspond to
the additional current loading due to the field winding. In order
to have the same cooling capabilities in both cases, both current

loadings must be equal

Asl = A82
Replacing eqs. 60 and 61 in eq. 62, this equality becomes

(62)

Aslotlsl
Disl

Agio1251 Aj
- - JT””’,‘;
DisQ w0 + DisQ

Jrms1 = Jfl (63)
assuming equal AC and DC current densities, the condition for
equal current loading is reached if the inner diameter is:

Asior2S1 + Ajy
Aslotl Sl

Eq. 64 establishes that stator inner diameter is smaller in
proportion after considering the field winding and the DC slot
area. Reduction of the inner diameter implies an output torque
reduction for a given airgap flux and current density. In addi-
tion, a larger stator core, proportional to the radial dimension
of the DC slot, increases material, weight and ultimately iron
losses. These are the inevitable trade-offs using the field wind-
ing to obtain airgap flux control capabilities. However, speed
range extension (motor operation) and wide range of the termi-
nal voltage control(generator operation) are the corresponding
benefits.

Djso = Dis1 (64)

IX. DESIGN FLOwW DIAGRAM

Based on equations and design criteria developed in the
previous sections, a general procedure to design a CPPM ma-
chine is presented. Figures 11 and 12 depict the sequence of
steps to be followed to obtain a desired machine performance.

For given design parameters such as: power output, flux den-
sity distribution (airgap, teeth, core), airgap flux variation range,
etc; the design procedure begins with stator diameters calcula-
tion and AC winding slot parameters. With flux density, ex-
ternal aspect ratio, current density and electric current loading
values, for each portion of the magnetic circuit, an optimum
stator diameter ratio is calculated to achieve maximum airgap
power. Using that result, AC stator slot and core dimensions are
computed.

The next step is to compute the DC field slot area. With the
airgap power ratio, flux density at the PM section, and DC cur-
rent density, the area required for the field winding to overcome
the airgap length is found. Optimum dimension (axial and ra-
dial lengths) of this slot are calculated to minimize the total
machine volume. This slot area is defined by the amount of
field MMF calculated in accordance with airgap power ratio.
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Fig. 12. Design flow diagram for the CPPM machine (continuation)

The extra space occupied by the DC slot requires that a new
diameter ratio be calculated, in order to keep the same electrical
current loading. At this point a decision must be taken. Adjust-
ment of the inner and/or outer diameters have to be made to
maintain the flux density distribution at the predefined level.
With new diameters, a re-computation of the AC stator slot pa-
rameter is done up to match the cooling constraint.

After this stator design procedure, output power and perfor-
mance parameters are calculated. If any of this numbers do
not match with the specification, a stator redesign must made.
Inner or outer (depending on the design constraint) diameters
and external aspect ratios are adjusted to initiate the procedure
again.

The next step is to design the AC winding according to the
application. Based on zero-field current (only PM excitation
of the machine); the number of turns are calculated. Then
dq — azis reactances are computed in accordance with the ge-
ometry of the rotor parameters. For motor operation, maximum
torque (for constant V/H z region) and speed range (for con-
stant power region) are determined. Associated field losses are
also estimated. For alternator operation, the load type and, flux
requirements to keep a constant terminal voltage can be evalu-
ated. If the speed range or regulation condition are not matched,
a redesign of the AC winding must be made by selecting a dif-
ferent speed to calculate the AC winding turns number for the
no-field current condition.

X. CONCLUSION

In this paper a simplified reluctance equivalent circuit for the
CPPM machine for design purposes is derived. This circuit al-
lows us to determine the airgap flux and the airgap flux density
considering both: PM and field winding excitation.Also, ex-
pressions for the AC winding slot and DC field slot geometries
can be derived. Copper and iron losses are computed based on
manufacturer material data. Particular attention is made to cal-
culate iron losses in the stator yoke where the flux fluctuates
due to the rotor speed. The accuracy of the approached is con-
firmed by comparison with a 3D-FE solution. An optimization
process is outlined to maximize the material utilization under
current and magnetic loading constraints. Finally a flow dia-
gram is presented to guide the design process.
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